
Intel® Braswell Platform

● A full process generation ahead to 14nm processor
● Lower CPU TDP from 4W to 6W provide easier fanless system design ability
● Significant graphics performance improvement with triple independent display support and 3840x2160@60Hz display resolutions 
● Higher memory bandwidth from DDR3L 1333 to DDRL 1600
● Expanded high-speed IO of SSIC and USB 3.0
● Expanded storage IO like SATA 6Gb/s, SDIO and eMMC 4.51

Intel® Braswell Platform Overview

Intel® Atom™ Comparison

Cedar Trail Bay Trail Braswell

Launch Q1’12 Q4’13 Q1’15

Process 32nm 22nm 14nm

Processor 
Frequency & TDP

D2550: 2C, 1.86GHz /10W
N2800: 2C, 1.86GHz /6.5W
N2600: 2C, 1.6GHz /3.5W

J1900: 4C, 2 GHz /10W
N2930: 4C, 1.83 GHz /7.5W
N2807: 2C, 1.58 GHz /4.3W
E3845: 4C, 1.91 GHz /10W
E3827: 2C, 1.75 GHz /8W
E3826: 2C, 1.46 GHz /7W
E3825: 2C, 1.33 GHz /6W
E3815: 1C, 1.46 GHz /5W

N3710: 4C, up to 2.56GHz /6W
N3160: 4C, up to 2.24GHz /6W
N3060: 2C, up to 2.48GHz /6W
N3010: 2C, up to 2.24GHz /4W

Chipset TDP Intel® NM10: 1.5W N/A N/A

Memory

DDR3 1066 MHz for D2550/N2800 (Max. 4GB)
DDR3 800MHz for N2600 (Max. 2GB)

DDR3L 1333MHz for J1900/N2930/E3845/
E3827 (Max. 8GB)
DDR3L 1333MHz for N2807 (Max. 4GB)
DDR3L 1066MHz for E3826/E3825/E3815 (Max. 
8GB)

DDR3L 1600MHz (Max. 8GB)

Graphics

2 Independent Displays
DirectX9 , OpenGL 3.0
Gfx @ up to 640MHz (D2550/N2800)

Gen 7 graphics
2 Independent Displays
Gen 7 4 EUs
DirectX11.1 , OpenGL 4.0
Gfx @ up to 854MHz (J1900/N2930)

Gen 8 graphics
3 Independent Displays
Gen 8 LP 16 EUs
DirectX12 2 , OpenGL 4.2
Gfx @ up to 700MHz (N3700)

Video Decode MPEG2, h.264, VC-1/WMV9
Up to 1080p

MPEG4, h.264, VC-1/WMV9
VP8 up to 1080p

H.265/HEVC @ level 5, H.264 @ Level 5.2, 
MPEG2, MVC, VC-1, WMV9, JPEG, VP8

Stroage & IO SATA 3Gb/s, 8 USB 2.0 SATA 3Gb/s, 1 USB 3.0, 3 USB 2.0, eMMC 4.51 SATA 6Gb/s, 4 USB 3.0, 1 USB 2.0, eMMC 4.51

2x graphics performance improvement with 
triple display output and 4K2K HDMI support

Latest OS support for Windows 10 & 
Android Lollipop 5.0

Higher memory bandwidth up to 1600MHz 
for higher performance
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Intel® Braswell CPU Matrix

Intel® Braswell OS Support List
Type Operating System Support

Microsoft
Windows® 10 Intel®/Microsoft

Windows® 8.1 (Pro/ WEI 8.1) Intel®/Microsoft

Windows® 7 (Pro/WES7/WE POS Ready7) Intel®/Microsoft

Linux Yocto Project v1.8 Tool-based Embedded Linux Distribution (Kernel 3.19) Yocto Project Community

RTOS Wind River VxWorks Wind River

Google Android5.0 Lollipop® Android ISVs

Block Diagram

DP/HDMI

VGA Converter 
IC

SPI SIO

Codec

LAN: RTL8111E 
& RJ-45

LAN

2 SATA

HD Audio

LVDS/ eDPDDR3L SO-DIMM
1 Channel
2 DIMMs

Wi-Fi / Wimax / Bluetooth

PCIe Mini 
card

4 x PCI Express*

8 ports

USB
Hi-Speed

CERTIFIED

™

Braswell 

Processer

New Features of IEI Braswell Product

Thin Mini-ITX products with single layer 
rear I/O and low profile thermal solution 
design are suitable for open frame panel 
PC solutions and also the best choice for 
thin compact size embedded box solutions.

■ Slim type/ low profile
IEI provides new products supporting Next 
Generation Form Factor (NGFF) expansion 
cards in different types, such as SSD, 
WWAN and WLAN cards suitable for small 
devices.

■ M.2
HDMI + DisplayPort combo connector can 
auto detect the plugged-in cable type and 
provide multiple option of display output in 
single port.

■ HDMI/DP combo connector

HDMI Cable Displayport Cable

M.2

Product 
Family Brand Processor 

No.
CPU Core 

Count
CPU HFM 

Freq (GHz)
CPU Burst 
Freq (GHz)

Memory Speed/ 
Channel

Gfx Freq (MHz) 
Nominal/ Turbo Max. TDP Junction 

Temperature Range

Braswell

Pentium® N3700 4 1.6 2.4 1600/2 400/700 6W 0°C ~ 90°C

Pentium® N3710 4 1.6 2.56 1600/2 400/700 6W 0°C ~ 90°C

Celeron® N3150 4 1.6 2.08 1600/2 320/640 6W 0°C ~ 90°C

Celeron® N3160 4 1.6 2.24 1600/2 320/640 6W 0°C ~ 90°C

Celeron® N3050 2 1.6 2.16 1600/2 320/600 6W 0°C ~ 90°C

Celeron® N3060 2 1.6 2.48 1600/2 320/600 6W 0°C ~ 90°C

Celeron® N3000 2 1.04 2.08 1600/2 320/600 4W 0°C ~ 90°C

Celeron® N3010 2 1.04 2.24 1600/2 320/600 4W 0°C ~ 90°C
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● A full process generation ahead to 14nm processor
● Lower CPU TDP from 4W to 6W provide easier fan less system design ability
● Significant graphics performance improvement with triple independent displays support and display resolution 3840x2160@60Hz
● Higher Memory Bandwidth from DDR3L 1333 to DDRL 1600
● Expanded high-speed IO’s of SSIC and USB 3.0
● Expanded storage IO’s like SATA3, SDIO and eMMC4.51

2x graphics performance improvement with 
triple display output and 4k2k HDMI support

Latest OS support for Windows 10 & 
Android Lollipop 5.0

Higher memory bandwidth up to 1600MHz for 
higher performance
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Intel® Braswell Platform Overview

Model Name TANK-610-BW uIBX-250-BW IDS-300-BW

Dimensions (WxDxH) (mm) 184 x 200.6 x 58.2 136.6 x 102.4 x 52 241 x 160 x 39

System Memory
2 x 204-pin DDR3L 1.35V

SDRAM SO-DIMM
(System Max : 8GB)

1 x 1600/1333 DDR3L  
SO-DIMM, 2 GB pre-installed  

(support up to 8  GB)

1 x 1600/1333 DDR3L
SO-DIMM, 4 GB pre-installed

(support up to 8GB)

Intel® Braswell Products

2016 new platform and OS highlight

Intel® Braswell Platform

0
300
600

645

1287

900
1200
1500

Bay Trail
Braswell

Android

with

Windows 10

ICP Deutschland GmbH     |     +49(0)7121-14323-20     |     sales@icp-deutschland.de     |     www.icp-deutschland.de




