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Product Selection Guide

Industrial Rack-Mount/Fast/Gigabit PoE Ethernet Switch

Managed Rack-Mount Switch Gigabit PoE 
Ethernet Switch

Industrial 
Ethernet Switch 

RGS-PR9000
RGPS-92222GCP-NP-P/

LP
RES-3242GC/3242GC-E RES-P3242GCL-HV IGPS-9084GP

Port Number
Number of ports - 26 26 26 12

10/100Base-T(X) RJ45 Ports - - 24 24 -

10/100/1000Base-T(X) Ports -
22 (P.S.E) IEEE 802.3 at 

(max.720/320 Watts)
- - 8 ( P.S.E.) IEEE 802.3 at

100Base-FX Fiber Ports - - - - -

1000Base-X Fiber Ports - - - - -

100Base-FX SFP Ports - - - - -

1000Base-X SFP Ports - 2 - - 4(100/1000M)

Gigabit Combo Ports - 2 (P.S.E) 2 2 -

Power Redundancy
DC Terminal Block - - - 2 - 2

DC Power Jack - - - - -

AC Power Cord 2 1 - 2 2 -

Installation
DIN-Rail Mounting - - - - ●

Wall Mounting - - - - ●

Rack Mounting ● ● ● ● -

Physical Characteristics
Casing Protection IP-30 IP-20 IP-20 IP-20 IP-30

Dimensions (mm) 443.7(W) x 330(D) x 44(H) 431(W) x 342(D) x 44(H) 444(W) x 200(D) x 44(H) 443.7W) x 262.7(D) x 44(H) 96.4(W) x 108.5(D) x 154(H) 

Operating Temperature 
-40 to 60°C - ● ● - - -

-40 to 70°C - - - ● - ●

-40 to 85°C ● - - - ● -

Network Redundancy
O-Ring ● ● ● ● ●

Open-Ring ● ● ● ● ●

O-Chain ● ● ● ● ●

MRP ● ● ● ● ●

MSTP/RSTP/STP ● ● ● ● ●

Management and Control
Layer3 Switching ● - - - -

802.1X ● ● ● ● ●

Rate Limit ● ● ● ● ●

Port Mirror ● ● ● ● ●

Port Security ● ● ● ● ●

IGMP v2/v3 ● ● ● ● ●

QoS Port Base/COS/TOS ● ● ● ● ●

Port Trunk Static/LACP ● ● ● ● ●

LLDP ● ● ● ● ●

IEEE 1588v2 ● ● ● ● ●

System Alarm SYSLOG / SNMP Trap SYSLOG / SNMP Trap
SYSLOG / 
SNMP Trap

SYSLOG / 
SNMP Trap/

Relay
SYSLOG / SNMP Trap

SYSLOG / SNMP Trap /  
Relay

DHCP Server / Client / Relay Server / Client / Relay Server / Client / Server / Client Server / Client /Relay

VLAN 802.1Q 802.1Q
Port-Based/802.1Q/Q-in-Q/

GVRP
802.1Q 802.1Q

Management / Configuration
WEB / Windows Utility / 

SNMP v1,v2c,v3 /Telnet /
Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 / Telnet /

Console(CLI )

Warranty 5 years

Preliminary
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Product Selection Guide
Industrial DIN-Rail Gigabit Ethernet Switch

Managed Switch

Industrial 
Ethernet Switch  

 IGS-9848GPF/  
IGS-9848GPFX

 IGS-9844GPF/ 
IGS-9844GPFX   IGS-9812GP    IGS-7084GCP  IGS-P9164GF

Port Number
Number of ports 20 16 20 12 20

10/100Base-T(X) RJ45 Ports - - - - -

10/100/1000Base-T(X) Ports 8 8 8 - 16

100Base-FX Fiber Ports - 8 - 4 - - -

1000Base-X Fiber Ports 8 - 4 - - - 4

1000Base-FX SFP Ports - - - 4 -

100/1000Base-X SFP Ports 4 4 12 - -

Gigabit Combo Ports - - - 8 -

Power Redundancy
DC Terminal Block 2 2 2 2 2

DC Power Jack - - - - -

AC Power Cord - - - - -

Installation
DIN-Rail Mounting ● ● ● ● ●

Wall Mounting ● ● ● ● ●

Physical Characteristics
Casing Protection IP-30 IP-30 IP-30 IP-30 IP-30

Dimensions (mm) 96.4(W) x 105.5(D) x 154(H) 96.4(W) x 105.5(D) x 154(H) 96.4(W) x 108.5(D) x 154(H) 96.4(W) x 108.5(D) x 154(H)

Operating Temperature 
-10 to 60°C - - - - -

-40 to 70°C ● ● ● ● ●

-40 to 85°C - - - - -

Network Redundancy
O-Ring ● ● ● ● ●

Open-Ring ● ● ● ● ●

O-Chain ● ● ● ● ●

MRP ● ● ● ● ●

MSTP/RSTP/STP ● ● ● ● ●

Management and Control
802.1X ● ● ● ● ●

Rate Limit ● ● ● ● ●

Port Mirror ● ● ● ● ●

Port Security ● ● ● ● ●

SNMP v1/v2/v3 ● ● ● ● ●

IGMP v2/v3 ● ● ● ● ●

QoS Port Base/COS/TOS ● ● ● ● ●

Port Trunk Static/LACP ● ● ● ● ●

LLDP ● ● ● ● ●

IEEE 1588v2 ● ● ● - -

System Alarm SYSLOG/ SNMP Trap / Relay SYSLOG/ SNMP Trap / Relay SYSLOG/ SNMP Trap / Relay SYSLOG/ SNMP Trap / Relay SYSLOG/ SNMP Trap / Relay

DHCP Server / Client/ Relay Server / Client/ Relay Server / Client/ Relay Server / Client Server / Client/ Relay

VLAN 802.1Q 802.1Q 802.1Q 802.1Q 802.1Q 

Management / Configuration
WEB / Windows Utility / 

SNMP v1,v2c,v3 /Telnet /
Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

WEB / Windows Utility / 
SNMP v1,v2c,v3 /Telnet /

Console(CLI )

 Warranty 5 years

ICP Deutschland GmbH     |     +49(0)7121-14323-20     |     sales@icp-deutschland.de     |     www.icp-deutschland.de
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Industrial Gigabit PoE Ethernet Switch
Managed DIN-Rail Switch Unmanaged DIN-Rail Switch

Industrial 
Ethernet Switch 

IGPS-9842GTP IGPS-9080 IGPS-9042GP IGPS-1080-24V IGPS-1080A IGPS-1042GPA  
Port Number
Number of ports 14 8 6 8 8 6

10/100Base-T(X) RJ45 Ports - - - - - -

10/100/1000Base-T(X) Ports 8 (P.S.E) IEEE 802.3 at
(max TBD)+4

8 (P.S.E) IEEE 802.3 at
(max TBD)

4 (P.S.E) IEEE 802.3 at
8 (P.S.E) IEEE 802.3 at

(max 120 Watts)
8 (P.S.E.) IEEE 802.3 at 4 (P.S.E.) IEEE 802.3at

100Base-FX Fiber Ports - - - - - -

1000Base-X Fiber Ports - - - - - -

100Base-FX SFP Ports - - - - - -

1000Base-X SFP Ports 2 - 2 - - 2

Gigabit Combo Ports - - - - - -

Power Redundancy
DC Terminal Block 2 2 2 2 2 2

DC Power Jack - - - - - -

AC Power Cord - - - - - -

Installation
DIN-Rail Mounting ● ● ● ● ● ●

Wall Mounting ● ● ● ● ● ●

Rack Mounting - - - - - -

Physical Characteristics
Casing Protection IP-30 IP-30 IP-30 IP-30 IP-30 IP-30

Dimensions (mm) 41(W)x94.9(D)x144.3(H) 41(W)x94.9(D)x144.3(H) 41(W)x94.9(D)x144.3(H) 41(W)x94.9(D)x144.3(H)
26.1(W)x94.9(D)

x144.3(H)
26.1(W)x94.9(D)

x144.3(H)

Operating Temperature 
-40 to 60°C - - - - - -

-40 to 70°C ● ● ● ● ● ●

Network Redundancy
O-Ring ● ● ● - - -

Open-Ring ● ● ● - - -

O-Chain ● ● ● - - -

STP/RSTP ● ● ● - - -

MSTP ● ● ● - - -

Management and Control
802.1X ● ● ● - - -

Rate Limit ● ● ● - - -

Port Mirror ● ● ● - - -

Port Security ● ● ● - - -

IGMP v2/v3 ● ● ● - - -

QoS Port Base/COS/TOS ● ● ● - - -

Port Trunk Static/LACP ● ● ● - - -

LLDP ● ● ● - - -

System Alarm Relay / SYSLOG / 
SNMP Trap

Relay / SYSLOG / 
SNMP Trap

Relay / SYSLOG / 
SNMP Trap

Relay Relay Relay

DHCP Server / Client / Relay Server / Client / Relay Server / Client / Relay - - -

VLAN 802.1Q 802.1Q 802.1Q - - -

Management / Configuration
WEB / Windows Utility 
/  SNMP v1,v2c , v3 /
Telnet / Console(CLI)

WEB / Windows Utility 
/  SNMP v1,v2c , v3 /
Telnet / Console(CLI)

WEB / Windows Utility 
/  SNMP v1,v2c , v3 /
Telnet / Console(CLI)

- - -

Warranty 5 years

Product Selection Guide
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Industrial EN50155 Ethernet Switch

Managed Switch
Lite-

Managed 
Switch

Unmanaged Switch

Industrial 
Ethernet Switch 

TES-3162GT-
M12-BP1

TES-3082GT-
M12-BP1 TES-3080-M12 / M12-BP2 TES-250-M12 TES-1080-M12 / M12-BP2 TES-150-M12

Port Number
Number of ports 18 10 8 5 8 5

10/100Base-T(X) M12 
D-Coding Ports 16 8 8 8 (2-pair bypass) 5 8 8 (2-pair bypass) 5

10/100/1000Base-T(X) M12 
A-Coding Ports 2(1-pair bypass)

2(1-pair bypass)
D-Coding

- - - -

100Base-FX Fiber Ports - - - - - -

1000Base-X Fiber Ports - - - - - -

Gigabit Combo Ports - - - - - -

Power Redundancy
On M12 Connector - - - 1 - 1

On M23 Connector 2 2 2 - 2 -

Installation
DIN-Rail Mounting - - - - - -

Wall Mounting ● ● ● ● ● ●

Physical Characteristics
Casing Protection IP-40 IP-40 IP-40 IP-40 IP-40 IP-40

Dimensions (mm) 125(W) x 65(D) x 
196(H)

125(W) x 65(D) x 
196(H)

125(W) x 65(D) x 196(H)
89(W) x 40(D) x 

178(H)
125(W) x 65(D) x 196(H)

89(W) x 40(D) x 
178(H)

Operating Temperature 
-10 to 60°C - - - - - -

-40 to 70°C ● ● ● ● ● ●

Network Redundancy
O-Ring ● ● ● ● - -

Open-Ring ● ● ● ● - -

O-Chain ● ● ● - - -

MRP ● ● ● - - -

MSTP/RSTP/STP ● ● ● ● - -

Management and Control
802.1X ● ● ● - - -

Rate Limit ● ● ● - - -

Port Mirror ● ● ● - - -

Port Security ● ● ● - - -

IGMP v2/v3 ● ● ● - - -

QoS Port Base/COS/TOS ● ● ● - - -

Port Trunk Static/LACP ● ● ● - - -

LLDP ● ● ● ● - -

System Alarm ● ●
SYSLOG / SMTP / SNMP Trap / 

Relay
SYSLOG / SMTP 

/ SNMP Trap 
Relay -

DHCP ● ● Server/Client Client - -

VLAN ● ● Port-Based/802.1Q/Q-in-Q/GVRP Port-Based - -

Management / Configuration

WEB / Windows 
Utility / SNMP 

v1,v2c,v3 / 
Telnet /  

Console (CLI)

WEB / Windows 
Utility / SNMP 

v1,v2c,v3 / 
Telnet /  

Console (CLI)

WEB / Windows Utility / SNMP 
v1,v2c,v3 / Telnet /  

Console (CLI)

WEB / Windows 
Utility / SNMP 

v1,v2c,v3 / Telnet 
- -

Warranty 5 years

* Provide 2pairs of HW Bypass ports.

Product Selection Guide
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Product Selection Guide

DIN-Rail 3.5G / 4G LTE Cellular VPN Router

IGAR-1062+-3G/4G IGAR-2062 +-3G/4G IGAR-1662+-3G/4G

Ethernet Ports
10/100 Base-T(X)  LAN Ports - - -

10/100/1000 Base-T(X)  Lan 
Ports

2 2 2

PoE (P.D.)Support ● (LAN Port-2) ● (LAN Port-2) ● (LAN Port-2)

Ethernet switch/redundant 
mode support

● ● ●

WLAN Interface
WLAN Standard IEEE802.11a/b/g/n IEEE802.11a/b/g/n Dual IEEE802.11a/b/g/n

Transmit Power 17 dBm max. 17 dBm max. 17 dBm max.

Transmission Rate
IEEE802.11b : 11Mbps

IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

IEEE802.11b : 11Mbps
IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

IEEE802.11b : 11Mbps
IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

Antenna connector Reverse SMA Reverse SMA Reverse SMA

Antenna 2.4GHz :2 dBi
5GHz :2 dBi

2.4GHz :2 dBi
5GHz :2 dBi

2.4GHz :2 dBi
5GHz :2 dBi

WAN Interface

Cellular Standard GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

Transmission Power 33 dbm max. 33 dbm max. 33 dbm max.

SIM Slot 1 2 1

Antenna Multi-Band Antenna Multi-Band Antenna Multi-Band Antenna

WAN Connection Type Static/Dynamic IP,PPPoE Static/Dynamic IP,PPPoE Static/Dynamic IP,PPPoE-

WAN Dial-UP 3G 4G LTE Dual 3G Dual 4G LTE 3G 4G LTE

Power Redundancy
DC (Connector) 2(Terminal Block) 2(Terminal Block) 2(Terminal Block)

Installation
DIN-Rail Mounting ● ● ●

Wall mounting ● ● ●

Physical Characteristics
Casing Protection IP-30 IP-30 IP-30

Dimensions (mm) 74.3(W) x 109.2(D) x 53.6(H) 74.3(W) x 109.2(D) x 53.6(H) 74.3(W) x 109.2(D) x 53.6(H)

Operating Temperature
-10 to 60°C - - -

-10 to 70°C - - -

-25 to 70°C ● ● ●

Network Technology
Alarm Notification Relay Output / System Log Relay Output / System Log Relay Output / System Log

Management / Configuration WEB WEB WEB

Warranty 5 years

ICP Deutschland GmbH     |     +49(0)7121-14323-20     |     sales@icp-deutschland.de     |     www.icp-deutschland.de



Network Communication

Panel 
Solutions 
Introduction

7

Power Supply/
Peripherals

6

Automation 
Control

4

Embedded 
Computing 
Solutions

3

Video 
Capture 
Solutions

2

Industrial 
Computing 
Soluations

1

ORing 
Network 
Communication

5

EN50155 3.5G / 4G LTE WLAN Cellular VPN Router

Industrial 
Cellular VPN 

Router

TGAR-1062-3G/4G-M12 TGAR-2062-3G/4G-M12 TGAR-1662-3G/4G-M12

Ethernet Ports
10/100 Base-T(X)  LAN Ports - - -

10/100/1000 Base-T(X)  LAN 
Ports

2 (M12) 2 (M12) 2 (M12)

10/100 Base-FX  Fiber Ports - - -

PoE (P.D.)Support - - -

Ethernet switch/redundant 
mode support

● ● ●

WLAN Interface
WLAN Standard IEEE802.11a/b/g/n IEEE 802.11a/b/g/n Dual IEEE 802.11a/b/g/n

Transmit Power 17 dBm max. 17 dBm max. 17 dBm max. 17 dBm max. 17 dBm max.

Transmission Rate
IEEE802.11b : 11Mbps

IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

IEEE802.11b : 11Mbps
IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

IEEE802.11b : 11Mbps
IEEE802.11a/g : 54Mbps
IEEE802.11n : 300Mbps

Antenna connector Reverse SMA Reverse SMA Reverse SMA

Antenna 2.4GHz :2 dBi
5GHz :3 dBi

2.4GHz :2 dBi
5GHz :3 dBi

2.4GHz :2 dBi
5GHz :3 dBi

WAN Interface

Cellular Standard GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

GSM / GPRS/ EGPRS/ EDGE / WCDMA / HSDPA 
/ HSUPA / LTE(4G) 

Transmission Power 33 dbm max. 33 dbm max. 33 dbm max.

SIM Slot 1 2 1

Antenna Multi-Band Antenna Multi-Band Antenna Multi-Band Antenna

WAN Connection Type Static/Dynamic IP,PPPoE Static/Dynamic IP,PPPoE Static/Dynamic IP,PPPoE-

WAN Dial-UP 3G 4G LTE Dual 3G Dual 4G LTE 3G 4G LTE

Power Redundancy
DC (connector) 2 (M23) 2 (M23) 2 (M23)

Installation
DIN-Rail Mounting - - -

Wall mounting ● ● ●

Physical Characteristics
Casing Protection IP-40 IP-40 IP-40

Dimensions (mm) 125(W) x 65(D) x 196(H) 125(W) x 65(D) x 196(H) 125(W) x 65(D) x 196(H)

Operating Temperature
-10 to 60°C - - -

-25 to 70°C ● ● ●

Network Technology

Alarm Notification Relay Output / SNMP Trap
/ System Log/SMTP

Relay Output / SNMP Trap
/ System Log/SMTP

Relay Output / SNMP Trap
/ System Log/SMTP

Management / Configuration WEB / Window Utility WEB / Window Utility WEB / Window Utility

Warranty 5 years

Product Selection Guide

ICP Deutschland GmbH     |     +49(0)7121-14323-20     |     sales@icp-deutschland.de     |     www.icp-deutschland.de




