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Safety (ITE Stardard) - CB IEC 60950, UL 60950, CSA C 22.2 No. 60950, TUV EN 60950
Safety (Medical Stardard) - CB IEC 60601, UL 60601, CSA C 22.2 No. 60601, TUV EN 60601
EMI - Meets EN 55022, FCC Part 15, CISPR 22
 Meets EN 61000-3-2, EN 61000-3-3 (PFC function)
EMS - Meets EN 55024, EN 61000-4-2/3/4/5/6/8/11

AC Input

Product Model No.
Watt

AT/ATX
PFC

Input Range Output Current Range
Efficiency Operating 

Temperature Safety Dimensions 
(mm)

Voltage +5 V +12 V -5 V -12 V +5 Vsb

M e d i c a l
ACE-713APM

130W 
ATX 
PFC

85 ~ 264 VAC 10 A 
(0.2 A min.) 6 A 0.5 A 0.5 A 80% -20°C ~ 70°C

CB 
UL 

TUV 
CCC 
CE

152.4 x 89 x 39 

ACE-890A
86W 
AT 
-

85 ~ 264 VAC 10 A 2.5 A 0.5 A 70% 0°C ~ 50°C CSA 
CE 152.4 x 89 x 39 

ACE-870A
70W 
AT 
-

85 ~ 264 VAC 7 A 2.5 A 0.3 A 0.3 A 70% 0°C ~ 50°C UL 127 x 81 x 50 

M e d i c a l
ACE-706AM

60W 
AT 
-

90 ~ 264 VAC 3 A 3 A 0.3 A 82% 0°C ~ 70°C

CB 
UL 

TUV 
CCC 
CE

63.5 x 114.3 x 
32.4 

DC Input

ACE-890C
86W 
AT 
-

24 VDC 
(18 ~ 36 VDC) 10 A 2.5 A 0.5 A 70% 0°C ~ 50°C

UL 
CSA 
TUV 
CE

152.4 x 89 x 39 

ACE-890P
86W 
AT 
-

110 VDC 
(70 ~ 132 VDC) 10 A 2.5 A 0.5 A 70% 0°C ~ 50°C

UL 
CSA 
TUV 
CE

152.4 x 89 x 39 

* For detailed specs, please refer to official certification

Open Frame Selection Guide
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Safety (ITE Standard) - CB IEC 60950, UL 60950, CSA C 22.2 No. 60950, TUV EN 60950
Safety (Medical Standard) - CB IEC 60601, UL 60601, CSA C 22.2 No. 60601, TUV EN 60601
EMI - Meets EN 55022, FCC Part 15, CISPR 22
 Meets EN 61000-3-2, EN 61000-3-3 (PFC function)
EMS - Meets EN 55024, EN 61000-4-2/3/4/5/6/8/11

* For detailed specs, please refer to official certification

1U/2U Type Selection Guide

1U AC Input

Products Model No.

Watt
AT/
ATX
PFC

Input 
Range Output Current Range

Efficiency ErP Operating 
Temperature Safety Dimensions 

(mm)
Voltage +3.3 V +5 V +12 V -5 V -12 V +5 Vsb +24 V

M e d i c a l
 

ACE-818APM

180W 
ATX 
PFC

90 ~ 265 
VAC

16.8 A 
(0.3 A 
min.) 

12 A 
(0.5 A 
min.)

12 A 
(1.5 A min.) 0.8 A 2 A 68% 0°C ~ 50°C

CB/UL/ 
CCC/
VDE/ 
BSMI/ 

CE/FCC

190 x 81.5 x 40.5 

ACE-A630B 
300W
ATX

-

90 ~ 265 
VAC

16 A
(0.5 A 
min.)

18 A
(0.5 A 
min.)

15 A
(0.5 A min.) 0.5 A 3 A

82%

V 0°C ~ 50°C

CB/UL/
TUV/
CCC/

CE/FCC

150 x 81.5 x 40.5 

ACE-A627A
270W 
ATX 
PFC

90 ~ 264 
VAC

16 A 
(0.5 A 
min.)

18 A  
(0.5 A 
min.)

V1: 16 A 
(1A)

V2: 10A (1A) 
0.8 A 2.5 A

80%

V 0°C ~ 50°C

CB/UL/ 
TUV/
CCC/ 

CE/FCC

150 x 81 x 40 

ACE-A225A
250W 
ATX 
PFC

90 ~ 264 
VAC

14 A 
(0.3 A)

16 A
(0.3 A)

V1: 
16 A (0.5 A) 

V2: 
16 A 

(0.5 A)

0.3 A 0.5 A 3 A

85%

V -5°C ~ 50°C

CB/UL/ 
TUV/
CCC/

CE/FCC

190 x 100 x 40 

ACE-A622B
220W
ATX

-

90 ~ 264 
VAC

10 A
(0.1 A 
min.)

14 A
(0.2 A 
min.)

14 A
(0.6 A min.) 0.3 A 2.5 A

85%

V 0°C ~ 50°C

CB/UL/
TUV/
CCC/

CE/FCC

150 x 81.5 x 40.5 

ACE-A622A
220W 
ATX 
PFC

90 ~ 264 
VAC 

14 A 
(0.5 A 
min.)

16 A 
(0.5 A 
min.)

V1: 16 A 
(1A)

V2: 10 A 
(1A)

0.8 A 2.5 A  
80%

V 0°C ~ 50°C

CB/UL/ 
TUV/ 
CCC/ 

CE/FCC

150 x 81 x 40 

ACE-A618B
180W
ATX

-

90 ~ 264 
VAC 

10 A
(0.1 A 
min.)

14 A
(0.2 A 
min.)

10 A
(0.6 A min.) 0.3 A 2.5 A  

80%

V 0°C ~ 50°C

CB/UL/
TUV/
CCC/

CE/FCC
150 x 81.5 x 40.5 

ACE-A618A
180W 
ATX 
PFC

90 ~ 264 
VAC

14 A 
(0.3 A 
min.)

16 A 
(0.3 A 
min.)

14 A 
(1.5 A min.) 0.5 A 2 A 68% V 0°C ~ 50°C

CB/UL/ 
TUV/ 
CCC/ 

CE/FCC

150 x 81 x 40 
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Safety (ITE Stardard) - CB IEC 60950, UL 60950, CSA C 22.2 No. 60950, TUV EN 60950
Safety (Medical Stardard) - CB IEC 60601, UL 60601, CSA C 22.2 No. 60601, TUV EN 60601
EMI - Meets EN 55022, FCC Part 15, CISPR 22
 Meets EN 61000-3-2, EN 61000-3-3 (PFC function)
EMS - Meets EN 55024, EN 61000-4-2/3/4/5/6/8/11

* For detailed specs, please refer to official certification

1U/2U Type Selection Guide

1U AC Input

Products Model No.

Watt
AT/
ATX
PFC

Input 
Range Output Current Range

Efficiency ErP Operating 
Temperature Safety Dimensions 

(mm)
Voltage +3.3 V +5 V +12 V -5 V -12 V +5 Vsb +24 V

ACE-A615B 
150W
ATX

-

90 ~ 264 
VAC

10 A
(0.1 A 
min.)

14 A
(0.2 A 
min.)

10 A
(0.6 A min.) 0.3 A 2.5 A  

85%

V 0°C ~ 50°C

CB/UL/
TUV/
CCC/

CE/FCC

150 x 81.5 x 40.5 

ACE-A615A
150W 
ATX 
PFC

90 ~ 264 
VAC

10 A 
(0.3 A 
min.)

13 A 
(0. 3A 
min.)

10 A 
(1A min.) 0.5 A 2 A 68% V 0°C ~ 50°C

CB/UL/ 
TUV/
CCC/ 

CE/FCC

150 x 81 x 40 

ACE-916AP
150W 

AT 
PFC

90 ~ 264 
VAC

16 A 
(1 A min.)

6 A 
(0.5 A min.) 0.3 A 68% 0°C ~ 35°C

CB/UL/
TUV/ 
CCC/ 

NEMKO/ 
BSMI/ 

CE/FCC

150 x 81.5 x 40.5 

ACE-716A
150W 

AT 
-

85 ~ 135 
VAC 
180 ~ 

265 VAC

18 A 
(1 A min.) 4 A 0.5 A 1 A 75% -20°C ~ 70°C UL 198 x 97 x 40.5 

ACE-716AP
150W 

AT 
PFC

85 ~ 265 
VAC

18 A 
(1 A min.) 4 A 0.5 A 1 A 75% -20°C ~ 70°C

UL 
TUV 
CE

198 x 97 x 40.5 

1U DC Input

Products Model No.

Watt
AT/
ATX
PFC

Input 
Range Output Current Range

Efficiency Operating 
Temperature Safety Dimensions 

(mm)
Voltage +3.3 V +5 V +12 V -5 V -12 V +5 Vsb +24V

ACE-717CX
170W 
ATX 

-

24 VDC 
(19 ~ 32 

VDC)
6 A 8 A 

(1 A min.)
8 A 

(1 A min.) 0.5 A 1 A 75% 0°C ~ 70°C

CB 
UL 

TUV 
CCC 
CE

198 x 97 x 39 

ACE-4520C
200W 
ATX 

-

12 VDC
24 VDC 12 A 12 A 

(1 A min.)
15.4 A 

(0.5 A min.) 0.5 A 2 A 78% 0°C ~ 50°C

CB 
UL 

TUV 
CCC 

NEMKO 
CE 

FCC

150 x 81.5 x 40.5 

ACE-716C
150W 

AT 
-

24 VDC 
(19 ~ 30 

VDC)

18 A 
(2 A min.) 4 A 0.5 A 1 A 70% -20°C ~ 70°C

UL 
TUV 
CE

198 x 97 x 40.5 

2U AC Input

ACE-D825A
252W 

AT 
PFC

90 ~ 264 
VAC

15 A 
(0.1 A min.) 8 A 80% 0°C ~ 50°C

CB 
UL 

TUV 
CCC 
CE 

FCC

140 x 150 x 86 
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AC Input

Product Model No.
Watt

AT/ATX
PFC

Input Range Output Current Range
Efficiency ErP Operating 

Temperature Safety
Voltage +3.3 V +5 V +12 V -5 V -12 V +5 Vsb

ACE-A160A
600W 
ATX 
PFC

90~264 VAC 25 A
(1.5 A)

25 A
(1 A)

V1: 16 A (1 A) 
V2: 16 A (1 A) 
V3: 16 A (1 A) 
V4: 16 A (0.5 A)

0.5 A 4 A
85%

v -5°C ~ 50°C
CB / UL / TUV 

CCC / CE / 
FCC

M e d i c a l
ACE-4840APM

400W 
ATX 
PFC

90 ~ 265 VAC 30 A 
(0.5 A min.)

30 A 
(0.3 A min.)

V1: 17 A (1 A min.) 
V2: 17 A (1 A min.) 0.3 A 0.8 A 2 A 68% 0°C ~ 50°C CB / UL 

CCC / VDE

ACE-A140A
400W 
ATX 
PFC

90 ~ 264 VAC 21 A 
(0.1 A)

20 A
(0.2 A)

V1: 16 A (0.1 A) 
V2: 16 A (0.5 A) 0.3 A 0.5 A 3 A

85%
v -5°C ~ 50°C

CB / UL / TUV 
CCC / CE / 

FCC

ACE-A130B

300W 
ATX 
PFC

90 ~ 264 VAC 19 A
(0.3 A)

16 A
(0.5 A)

V1: 17 A (0.5 A) 
V2: 17 A (0.5 A) 0.2 A 0.3 A 3 A 

(0.1 A) 85%
v -5°C ~ 50°C

CB / UL / TUV 
CCC / CE / 

FCC

ACE-828A

280W 
ATX 

-

90 ~ 130 VAC 
180 ~ 260 VAC 8 A 25 A 

(2 A min.)
10 A 

(0.1 A min.) 0.5 A 0.5 A 0.72 A 65% -20°C ~ 70°C CSA / TUV / 
CE

M e d i c a l
ACE-828M

280W 
ATX 

-

90 ~ 130 VAC 
180 ~ 260 VAC 8 A 25 A 

(2 A min.)
10 A 

(0.1 A min.) 0.5 A 0.5 A 0.72 A 65% -20°C ~ 70°C UL / TUV / CE

ACE-T140A
400W 

AT 
PFC

95 ~ 264 VAC 42 A 
(2 A min.)

15 A 
(1 A min.) 0.3 A 0.8 A 75% 0°C ~ 50°C

CB / UL / TUV 
CCC / CE / 

FCC

ACE-932A
300W 

AT 
-

85 ~130 VAC 
180 ~ 265 VAC

33 A 
(3 A min.)

8 A 
(0.1 A min.) 0.5 A 3 A 68% -20°C ~ 70°C UL / CSA

ACE-925A
200W 

AT 
-

85 ~ 265 VAC 22 A 
(1 A min.)

7 A 
(0.1 A min.) 0.5 A 0.7 A 68% 0°C ~ 50°C UL

ACE-935AL
300W 

AT 
-

85 ~ 140 VAC 
170 ~ 270 VAC

40 A 
(3 A min.)

8 A 
(0.1 A min.) 0.3 A 0.7 A 68% 0°C ~ 50°C UL / CE

ACE-925AP-U
250W 

AT 
PFC

90 ~ 265 VAC 22 A 
(1 A min.)

11 A 
(1 A min.) 0.5 A 0.7 A 70% 0°C ~ 50°C CB / UL / TUV

CCC / CE

DC Input

ACE-828C
250W 
ATX 

-

24 VDC 
(18 ~ 32 VDC) 8 A 25 A 

(2 A min.)
7 A 

(0.1 A min.) 0.5 A 1 A 0.72 A 65% 0°C ~ 50°C
CB / CSA 

TUV / CCC 
CE

Safety (ITE Standard) - CB IEC 60950, UL 60950, CSA C 22.2 No. 60950, TUV EN 60950
Safety (Medical Standard) - CB IEC 60601, UL 60601, CSA C 22.2 No. 60601, TUV EN 60601
EMI - Meets EN 55022, FCC Part 15, CISPR 22
 Meets EN 61000-3-2, EN 61000-3-3 (PFC function)
EMS - Meets EN 55024, EN 61000-4-2/3/4/5/6/8/11

* For detailed specs, please refer to official certification

PS/2 Selection Guide
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Redundant Type Selection Guide
AC Input

Product Model No.
Watt

AT/ATX
PFC

Input 
Range Output Current Range

Efficiency Operating 
Temperature Safety Dimensions 

(mm)
Voltage +3.3 V +5 V +12 V -5 V -12 V +5 Vsb 24V

ACE-R4140AP
400W 
ATX 
PFC

90 ~ 264 
VAC

25 A 
(2 A 
min.)

25 A 
(2 A min.)

30 A 
(2.5 A 
min.)

0.8 A 
(0.1 A 
min.)

2 A 
(0.1 A 
min.)

65% 0°C ~ 40°C

UL,
TUV, 
CCC, 
BSMI, 

CE,
FCC

150 x 85 x 190 

ACE-R4130AP
300W 
ATX 
PFC

90 ~ 264 
VAC

18 A 
(1 A 
min.)

25 A 
(3 A min.)

16 A 
(2 A min.) 0.5A 0.5 A

2 A 
(0.1 A 
min.)

65% 0°C ~ 50°C

CB,
UL, 

TUV, 
CCC, 
CE,
FCC

185 x 150 x 86 

DRP-R150C 150W 90~264 VAC 6.25 A 87% -10°C~ 70°C
CE,
CB,
CCC

210 x 85.6 x 133.5

Part No. Description 
ACE-R4140AP-RS 400W Mini Redundant ATX Power Supply, with PFC
ACE-R4140AP1-RS 400W AC-DC ATX Redundant Module, for ACE-R4140AP, with PFC

Input

Voltage 90 ~ 264 VAC Full Range
Frequency 47 Hz ~ 63 Hz
Input Current 8 A (RMS)@ 100 VAC, 4 A (RMS)@ 240 VAC
Inrush Current 34.4A Max for 100 VAC,68A Max for 264VAC

Output

Voltage Min. load Max. load Ripple & Noise
+5 V 2 A 25 A 50 mV P-P

+12 V 2.5 A 30 A 120 mV P-P
-12 V 0.1 A 0.8 A 120 mV P-P
+3.3 V 2 A 25 A 50 mV P-P
+5 Vsb 0.1 A 2 A 50 mV P-P

+5 V, +12 V total current not exceed 150 W 
+3.3 V, +5 V, +12V total current not exceed 440 W

General 
Specification

Hold up Time 17 ms min.
Efficiency 65% min
MTBF 100,000 hours on max. load at +25°C
Temperature Operating: 0°C ~ 50°C, Storage: -40°C ~ 70°C
Dimensions 150 x 85 x 190 (mm)

Output Connector
1 x 20+4-pin ATX, 1 x 4-pin 12V CPU, 8 x HDD/
CDROM, 2 x FDD, 2 x SATA, 1 x Buzzer reset, 
1 x T.T.L signal, 1 x LED power

Ordering Information

Dimensions (Unit: mm)

Specifications

PFC CB

Ordering Information

Dimensions (Unit: mm)

Specifications

11
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0
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Part No. Description
ACE-R4130AP-RS 300 W Mini Redundant ATX Power Supply, with PFC
ACE-R4130AP1-RS 300 W AC-DC ATX Redundant Module, for ACE-R4130AP, with PFC

Input

Voltage 90 ~ 264 VAC Full Range
Frequency 47 Hz ~ 63 Hz
Input Current 6 A (RMS) @110 VAC, 3 A (RMS) @220 VAC
Inrush Current 60 A max. for 110 VAC, 80 A max. for 220 VAC

Output

Voltage Min. load Max. load Ripple & Noise
+5 V 3 A 25 A 50mV P-P
+12 V 2 A 16 A 120mV P-P
-5 V 0 A 0.5 A 150mV P-P
-12 V 0 A 0.5 A 150mV P-P
+3.3 V 1 A 18 A 50mV P-P
+5 Vsb 0.1 A 2 A 60mV P-P

*Total current of +5 V and + 3.3 V not exceed 35 A 
*Total current of +5 V, +3.3 V and +12 V not exceed 282 W

General 
Specifications

Watt 300 W
Hold-up Time 16 ms min.
Efficiency 65% min.
MTBF 160,000 hours
Temperature Operating: 0ºC ~ 50ºC, Storage: -20ºC ~ 80ºC
Dimensions 185 x 150 x 86 (mm), 7.28 x 5.91 x 3.39 (inch)

Output 
Connector

1 x 20+4-pin ATX, 1 x 4-pin 12V CPU, 8 x HDD/
CDROM, 2 x FDD, 2 x SATA, 1 x Buzzer reset, 
1 x T.T.L signal, 1 x LED power

PFC CB

400 W ATX Mini Redundant Power Supply
ACE-R4140AP

300 W ATX Mini Redundant Power Supply
ACE-R4130AP

400W 300W
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Safety (ITE Stardard) - CB IEC 60950, UL 60950, CSA C 22.2 No. 60950, TUV EN 60950
Safety (Medical Stardard) - CB IEC 60601, UL 60601, CSA C 22.2 No. 60601, TUV EN 60601
EMI - Meets EN 55022, FCC Part 15, CISPR 22
 Meets EN 61000-3-2, EN 61000-3-3 (PFC function)
EMS - Meets EN 55024, EN 61000-4-2/3/4/5/6/8/11

* For detailed specs, please refer to official certification

Adapter Type Selection Guide

AC Input

Product Model No. Watt
Input Range Output Current Range

Plug Type Efficiency Operating 
Temperature Safety Dimensions

(mm)Voltage +5V +12 V +19 V

FSP120-ABBN2 120W 90~264 VAC 6.32 A 91.57% 0°C ~ 40°C
UL/TUV
CCC/CE/ 
GS/PSE

75.6 x 15.3 x 25.4

FSP096-AHAN2 96W 90~264 VAC 8 A 89% 0°C ~ 40°C
UL/TUV/

CCC/CE/GS/
PSE

75.6 x 15.3 x 25.4

FSP090-DIEBN2 90W 90~264 VAC 4.74 A 87% 0°C ~ 40°C

UL/TUV/CCC/
CE/GS/PSE/

KC/BSMI/
RCM/EAC/

PSB

51 x 129 x 30.9

FSP065-REBN2 65W 90~264 VAC 3.42 A 89.54% 0°C ~ 40°C

UL/TUV/CCC/
CE/BSMI/

PSE/PSB/GS/
EAC/NOM/
RCM/IRAM/

Nrcan/Nemko

46.3 x 108.3 x 30

M e d i c a l
63040-010060-020 60W 90~264 VAC 5V 85% 0°C ~ 60°C

CB/UL/ 
TUV/CCC/ 
BSMI/CE/

FCC

147 x 75 x 49

FSP060-DIBAN2 60W 90 ~ 264 VAC 5V 88.57% 0°C ~ 40°C

UL/TUV/CCC/
GS

PSE/PSB/
RCM/EAC/

CE/Nrcan/KC/
BSMI

62 x 110 x 31.5

FSP036-RBBN2 36W 90 ~ 264 VAC 3 A 86% 0°C ~ 40°C

UL/TUV/CCC/
GS

CE/BSMI/
PSE/RCM

37.8 x 89.8 x 27
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