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Video Capture Systems Selection Guide

Model Name HDCS-4U32-H HDCS-2U12-H HDCS-4U16-S HDCS-2U06-S HDCS-7003-S IVCS-7008-B

♦ Chassis

Color Black

Dimensions (mm) 435.5 x 431 x 176 576.9 x 431 x 88 435.5 x 431 x 176 576.9 x 431 x 88 310 x 200 x 62

Chassis Construction SECC SECC SECC SECC
Extruded aluminum alloy  
Heavy duty steel sheet

♦ System

Platform SPCIE-C2060-R10 PCIE-Q670-R20 SPCIE-C2060-R10 PCIE-Q670-R20 TANK-700-QM67/2G-R10

CPU Intel® Xeon® E3 
processor

2nd Gen Intel® Core™ i7 
processor

Intel® Xeon® E3 
processor

2nd Gen Intel® Core™ i7 
processor

2nd Gen Intel® Core™ i7 processor

Chipest Intel® C206 Intel® Q67 Intel® C206 Intel® Q67 Intel® QM67 Intel® QM67

Memory Two 240-pin 1333/1066 MHz dual-channel unbuffered DDR3 SDRAM DIMMs (max capacity 16GB)
One 204-pin 1333/1066 MHz dual-channel DDR3 

SDRAM SO-DIMM (max capacity 4GB) 
On-board 2GB memory

Storage SATA 6GB/s with 3.5” 
HDD/SSD Supported

SATA 6GB/s with 3.5” 
HDD/SSD Supported

SATA 6GB/s with 3.5” 
HDD/SSD Supported

SATA 6GB/s with 3.5” 
HDD/SSD Supported

SATA 6GB/s with 2.5” 
HDD/SSD Supported

SATA 6GB/s with 2.5” 
HDD/SSD Supported

Extension HDD Bay 3 1 3 1 N/A N/A

♦ System Function

USB3.0 N/A N/A N/A N/A 2 2

USB2.0 6 2 6 2 4 4

Ethernet

LAN 1: Intel® 82574L 
PCIe controller 

LAN 2: Intel® 82579 PHY 
with Intel® AMT 7.0

LAN 1: Intel® 82583V 
PCIe controller 

LAN 2: Intel® 82579 PHY 
with Intel AMT 7.0

LAN 1: Intel® 82574L 
PCIe controller 

LAN 2: Intel® 82579 PHY 
with Intel® AMT 7.0

LAN 1: Intel® 82583V 
PCIe controller 

LAN 2: Intel® 82579 PHY 
with Intel AMT 7.0

2 x Combo (SFP Fiber/RJ-45) Realtek 8111E PCIe 
GbE LAN

RS-232 2 2 2 2 4 4

RS-232/422/485 1 1 1 1 2 2

Digital I/O 8-bit Digital IO 4-bit input 4-bit output

Display
1 x VGA 

1 x DVI-D (via header to IO-KIT-001-R20 DVI-D/USB module) (Optional) 
1 x HDMI

1 x VGA 
1 x HDMI

1 x VGA 
1 x HDMI

Audio Supported by AC-KIT-888HD audio kit 1 x Mic-in, 1 x Line-out

CAN bus N/A N/A N/A N/A 1 x CAN w/isolation 1 x CAN w/isolation

Wireless N/A N/A N/A N/A 1x802.11 a/b/g/n (Optional)

Expansions 1 x PCIe x16 
12 x PCIe x1 slot

1 x PCIe x16 slot 
3 x PCIe x1 slot

1 x PCIe x16 slot 
12 x PCIe x1 slot

1 x PCIe x16 slot 
3 x PCIe x1 slot

3 x PCIe Mini slot 3 x PCIe Mini slot

♦ Video Capture

Source Type HDMI HDMI SDI SDI SDI NTSC/PAL

Input Channel 32 Channels 12 Channels 16 Channels 6 Channels 3 Channels 8 Channels

H/W Codec H.264/AVC High Profile Level 4.2 H.264/AVC High Profile Level 4.2 N/A N/A

♦ Others

Power Input 110~240VAC
Redundant dual DC input 

Power 1 (Terminal Block): 9V(+/-0.3V)~36V 
Power 2 (DC Jack): 10.5V(+/-0.3V)~36V

Mounting Desktop, Rack-mounted Desktop, Wall-mounted

Operating Shock N/A N/A N/A N/A Half-Sine Shock Test 5G/11ms, 3 shocks per axis
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